
 Specifications

7" Rugged Panel PC for Outdoor & Harsh environments

 Features

Rugged Panel PC

ROPC-A1207-N97Industrial PC

•   7" Rugged Panel PC for outdoor & Harsh environments
•   1024 x 600, 1000 nits sunlight readable display
•   IP66 Flat Front with PCAP Touch, Optical bonding
•   MIL-810H compliant
•   Wide Range power input DC 9~36V
•   Sustains -30°C to 70°C Wide Operating Temperature

Expansion

Expansion Slot 1 x M.2 B-Key 3042/3052
1 x M.2 E-Key 2230

Operating System

OS Support Linux

Storage�

Storage 1 x SATA3 via SATA connector
w/SATA power via 2pin wafer
1 x M.2 M-Key 2280 for SSD 
(PCIe3.0x1/SATA Auto detect)

I/O Connector�

USB

Serial Port

LAN
Display
RTC Battery
Front Panel

LED Indicator

2 x USB 3.2 stacked USB type-A port
2 x USB 2.0 via stacked USB type-A port

2 x RS-232/422/485 select via BIOS 
(COM1/COM2), 2 x RS232 (COM3/COM4)

2 x Intel®I226V/IT, 2.5G LAN, RJ45
1 x HDMI 1.4: Up to 4096 x 2304@30Hz
RTC battery via wafer header
1 x power button, 1 x reset button, power LED, 
HDD LED
1 x Power LED, 1 x HDD LED

TM

DC 9~36V±10% power input
AT(Default)/ATX select via BIOS
Pitch 5.08mm 2pin terminal block

Operation Voltage
Power Mode
Connector

Power�

Touch

Type
Interface
Light Transmission(%)

Projected Capacitive Touch
USB
Around 90%

Display�

Display Type
Max. Resolution
Brightness
Viewing angle (H/V)
Backlight Lifetime
�

7” TFT LCD
1024 x 600
Up to 1000nits
170(H)/170(V)
70,000 hrs

System

Processor�

System Chipset
System Memory

BIOS
Watchdog Timer

Intel Processor N97, 4C, 6MB cache, 
up to 3.6GHz, 12W TDP
Integrated SoC
1 x SODIMM slot, 8GB DDR5 4800MHz, 
Non-ECC SDRAM
AMI UEFI BIOS
256 levels

Operating Temp.

Storage Temp.
Storage Humidity

Vibration

Shock

Altitude

Waterproof / Dustproof
Certification�

-30˚C ~ 70˚C 
(w/ Industrial wide Temp. SSD/RAM)
-40°C ~ 80°C
MIL-STD-810H Method 507.6 Procedure II 
5% to 95% noncondensing

MIL-STD-810H Method 514.8 Category 4
-514.8C-2 Common carrier
(US highway truck vibration exposure)
-514.8C-4 Composite two-wheeled trailer
-514.8C-6 Composite wheeled vehicle.
MIL-STD-810H Method 514.8 Category 24

MIL-STD-810H Method 516.8 Procedure I 
40G, 11ms (OP)
MIL-STD-810H Method 516.8 Procedure V 75G, 
6ms (Non-OP)

Operating: 514.8E-1 
(General minimum integrity expos)
Storage: MIL-STD-810H 500.6 Procedure I, 40,000 ft

Panel mount front side IP66

CE/FCC Class A

Environment�

Mechanical

Construction

Dimension(WxHxD)

Chassis color
Mounting

Front Cover/ Aluminum alloy CNC
Rear Cover/ SECC
239.7(W) x 163.7(H) x50(D) mm
Black C
Panel Mount, VESA 75 x 75mm



Ordering Codes

Model Number� Description�

Rugged Sunlight readable 7” Panel PC, 1024x768, 1000 nits display, for outdoor environments, Intel N97 CPU,
2 x RS-232/422/485, 2 x RS232, 2 x Intel® I226V/IT, 1 x SODIMM 8GB DDR5 4800MHz RAM, 256GB SSD, Linux OS

ROPC-A1207-N97/8GB/256GB

ROPC-A1207-N97_04-09-2025
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